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Tubular HS (9/27/25)

Brother & Baby Lock 1, 6, and 10 Needle Machines
Installing the Tubular Hoop Support

Step 1:
Slide the Tubular Hoop Support over the bobbin arm until it reaches the back of the machine. You should hear the
spring pin snap into place when it is fully locked. To confirm it is locked, give the support a light pull. If it is secure, it
will not pull off. (See Figure 1. for how the Tubular Hoop Support should look once attached.)

Step 2:
Hoop a piece of test material, stabilizer, or a garment and secure the hoop on the machine.                               
⚠️ Do NOT place an empty hoop in the machine. Running without fabric can cause the hoop to catch on the
bobbin arm and damage the machine.

Step 3:
Load your design and begin a full trace. When the needle moves to the point that it is closest to the back of the
hoop, pause the trace. This is where the hoop is the furthest off the front of the bobbin arm.

Step 4:
Loosen the two thumb screws under the Tubular Hoop Support about a quarter turn. (See Figure 2. for thumb screw
location.) Pull the support arm out so it extends one inch farther than the front edge of the hoop.

Step 5:
Carefully tighten the thumb screws. Resume and finish the trace by pressing "OK" on the machine screen.
⚠️ Do NOT overtighten the thumb screws. Run a second trace to ensure the hoop does not extend past the
Tubular Hoop Support.

Step 6: 
When embroidering an item with a closed end, like a tote bag or backpack, make sure the Tubular Support is not
over extended. It should not make contact with the end of the item, as it could get stuck. 

Removing the Tubular Hoop Support

To remove the Tubular Hoop Support, pull down on the spring pin, then slide the support out. Make sure to hold the
bobbin cover closed while removing the Tubular Hoop Support.
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